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and speed allowing compliance with 
the climb requirement of § 29.67(a)(2); 

(2) The approach and landing paths 
must be established with the critical 
engine inoperative so that the transi-
tion between each stage can be made 
smoothly and safely; 

(3) The approach and landing speeds 
must be selected by the applicant and 
must be appropriate to the type of 
rotorcraft; and 

(4) The approach and landing path 
must be established to avoid the crit-
ical areas of the height-velocity enve-
lope determined in accordance with 
§ 29.87. 

(b) It must be possible to make a safe 
landing on a prepared landing surface 
after complete power failure occurring 
during normal cruise. 

[Doc. No. 24802, 61 FR 21900, May 10, 1996] 

§ 29.81 Landing distance: Category A. 

The horizontal distance required to 
land and come to a complete stop (or to 
a speed of approximately 3 knots for 
water landings) from a point 50 ft 
above the landing surface must be de-
termined from the approach and land-
ing paths established in accordance 
with § 29.79. 

[Doc. No. 24802, 64 FR 45338, Aug. 19, 1999] 

§ 29.83 Landing: Category B. 

(a) For each Category B rotorcraft, 
the horizontal distance required to 
land and come to a complete stop (or to 
a speed of approximately 3 knots for 
water landings) from a point 50 feet 
above the landing surface must be de-
termined with— 

(1) Speeds appropriate to the type of 
rotorcraft and chosen by the applicant 
to avoid the critical areas of the 
height-velocity envelope established 
under § 29.87; and 

(2) The approach and landing made 
with power on and within approved 
limits. 

(b) Each multiengined Category B 
rotorcraft that meets the powerplant 
installation requirements for Category 
A must meet the requirements of— 

(1) Sections 29.79 and 29.81; or 
(2) Paragraph (a) of this section. 
(c) It must be possible to make a safe 

landing on a prepared landing surface if 

complete power failure occurs during 
normal cruise. 

[Doc. No. 24802, 61 FR 21900, May 10, 1996; 61 
FR 33963, July 1, 1996] 

§ 29.85 Balked landing: Category A. 

For Category A rotorcraft, the 
balked landing path with the critical 
engine inoperative must be established 
so that— 

(a) The transition from each stage of 
the maneuver to the next stage can be 
made smoothly and safely; 

(b) From the LDP on the approach 
path selected by the applicant, a safe 
climbout can be made at speeds allow-
ing compliance with the climb require-
ments of § 29.67(a)(1) and (2); and 

(c) The rotorcraft does not descend 
below 15 feet above the landing surface. 
For elevated heliport operations, de-
scent may be below the level of the 
landing surface provided the deck edge 
clearance of § 29.60 is maintained and 
the descent (loss of height) below the 
landing surface is determined. 

[Doc. No. 24802, 64 FR 45338, Aug. 19, 1999] 

§ 29.87 Height-velocity envelope. 

(a) If there is any combination of 
height and forward velocity (including 
hover) under which a safe landing can-
not be made after failure of the critical 
engine and with the remaining engines 
(where applicable) operating within ap-
proved limits, a height-velocity enve-
lope must be established for— 

(1) All combinations of pressure alti-
tude and ambient temperature for 
which takeoff and landing are ap-
proved; and 

(2) Weight from the maximum weight 
(at sea level) to the highest weight ap-
proved for takeoff and landing at each 
altitude. For helicopters, this weight 
need not exceed the highest weight al-
lowing hovering out-of-ground effect at 
each altitude. 

(b) For single-engine or multiengine 
rotorcraft that do not meet the Cat-
egory A engine isolation requirements, 
the height-velocity envelope for com-
plete power failure must be estab-
lished. 

[Doc. No. 24802, 61 FR 21901, May 10, 1996; 61 
FR 33963, July 1, 1996] 

VerDate Sep<11>2014 09:15 Mar 11, 2016 Jkt 238046 PO 00000 Frm 00761 Fmt 8010 Sfmt 8010 Y:\SGML\238046.XXX 238046js
ta

llw
or

th
 o

n 
D

S
K

7T
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2016-07-08T06:47:02-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




